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Fiennes Restoration Ltd�Clanfield Mill, Little Clanfield, Bampton, Oxon OX18 2RX, England


+44 (0)1367 810438 or email us at enquiries@fiennes.co.uk





New parts now available:





Phantom 3 big-end bearing conversion





Rubber sections for coach-work: please enquire





Phantom 2 water pump mounting sleeve





Phantom 1 and 20hp universal joint bushes and cruciform trunnions








Coming soon:





A range of new door handles





Phantom 1 exhaust manifolds





Bentley fuel tanks





Many more new parts on the way…


  





Take a look at our website:


 


www.fiennes. co.uk


A valuable resource for parts and information.
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Those three vital fluids –


How are yours?








RREC Rockingham show
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on parts used in vintage cars such as brass and copper . As well as this, it changes the specific gravity slightly, such that Autovacs can flood due to the float not being at the correct level (This is one thing we can reset for you!).





The Federation of British Historic Vehicle Clubs (FBHVC) is working hard to keep us all informed.





Modern fully synthetic oils are too thin for the metalled bearings used in our cars. 


Antifeeze too has moved a long way from the gycol products of the past, and new styles of Organic Acid mixtures can attack hoses and gaskets.


Finally there is petrol, with changes to formulations for bio fuels now in the pumps, this can have an effect 





It is easy to take the three fluids we rely upon for granted.  However, behind the scenes the boffins are working away, and although the label on the tin may be the same, the contents have probably changed.
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a stock of parts at the show, you can pre-order your parts and collect at the show, saving you the postage. We will also be taking orders, so if you





Fiennes will be well represented at the upcoming RREC show, on June 20th and 21st at Rockingham Castle, with a display of some current and completed restoration work, along with examples of our parts, coachbuilding and trimming services. 


Parts Pre-ordering – Although we won’t have
























































  




















“Are your hub bearings located correctly?” asks Will Fiennes.





Current Restoration Projects 





There is always a full range of projects in our coachbuilding workshops, usually in various stages of completion.


At the moment we have a Vanden Plas 4 door tourer approaching the end of the body work and a Phantom 2 Continental by Hooper (their 1932 motor show car) just beginning with woodwork repairs. A   Bentley Owen Sedanca is painted, ready for fiting up.





Hub Bearings








Did you know….?


Will Fiennes says


The front hubs on pre-war cars are located on the axle by the outboard bearing, and as a result this has to do a lot of work.  It is important that this is fitted correctly.  The grease cap and its retaining nut keep the





bearing in position, and it is most important that this clamps the bearing tightly when fitted.  If the hub is refitted by tapping on the outer rim of the hub the bearing will tend to 'walk' out of the hub, and may not be pulled back in by the grease cap and ring nut.  Instead, use a short 





length of tube passed over the end of the stub axle up against the inner race of the bearing, and tap on this to fit the hub.  The bearing will then stay in place.  It is also better for the bearing, which otherwise might be harmed when tapping on the hub to fit it.











We plan well ahead on these types of projects, so if you are thinking of starting any coachwork, then its best to start discussions with us early. 


In between the major restorations, we invariably have a mix of small repairs – both body, paint, trim and hoods. If you unfortunately need insurance work, we liaise with the insurance company to make the repairs as stress free as possible. 
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need some advice on the correct parts for your car, or discuss future orders, or work, come and talk to us. We can advise on the options available, and what services we can offer. 





We are always looking at new parts, so if we don’t make the part you need, let us know.











of the original.  To complete the modification, the blade rod must also be machined to accept a shell bearing.





Details of the modification will be posted on our website in the near future.








deleted and replaced by thin walled shell bearings.  The shells were made to the R-R specification, and unfortunately are now no longer available.


We have manufactured new bearing blocks for the fork rod which have been designed to accept a modern shell bearing.  These fit directly in place





The Phantom 3 big end bearings are a triumph of design, but a terror to overhaul.  The bearing block fitted to the end of the fork rod originally was white-metalled in the bore to run on the crank-shaft, and externally to carry the fork rod. Later R-R modified the design; the white-metal was 
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Phantom 3 Connecting Rods
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